
Norma Loading Data

	7.5 x 55 Swiss

	Bullet
	Bullet
type
	Bullet
weight
grains
gram
	Diam
inch
mm
	Cart-
ridge
length
inch
mm
	Primer
	Norma
Powder
	Load
weight
grains
gram
	Velocity
Vo
ft/s
m/s

	Norma
67651
	Full
jacket 
pointed
	146
9.5
	.308
7.82
	2.81
71.5
	RWS 5341
	204
	53.2
3.45
	2789
850

	
	
	
	
	
	RWS 5341
	204
	51.1
3.31
	2625
800

	
	
	
	
	
	RWS 5341
	204
	47.8
3.10
	2461
750

	
	
	
	
	
	RWS 5341
	MRP
	59.4
3.85
	2789
850

	
	
	
	
	
	RWS 5341
	MRP
	56.3
3.65
	2625
800

	Norma
67624
	Soft
point
semi
pointed
	150
9.7
	.308
7.82
	2.80
71.0
	RWS 5341
	204
	53.4
3.46
	2739
835

	
	
	
	
	
	RWS 5341
	204
	50.6
3.28
	2575
785

	
	
	
	
	
	RWS 5341
	MRP
	57.1
3.70
	2723
830

	
	
	
	
	
	RWS 5341
	MRP
	54.0
3.50
	2559
780

	Norma
67625
	Soft
point
semi
pointed
boat tail
	180
11.7
	.308
7.82
	2.81
71.5
	RWS 5341
	204
	49.8
3.23
	2559
780

	
	
	
	
	
	RWS 5341
	204
	47.4
3.07
	2395
730

	
	
	
	
	
	RWS 5341
	MRP
	54.3
3.52
	2592
790

	
	
	
	
	
	RWS 5341
	MRP
	50.9
3.30
	2428
740

	Norma
67628
	Plastic
pointed
Dual
Core
	180
11.7
	.308
7.82
	2.81
71.5
	RWS 5341
	204
	50.9
3.30
	2526
770

	
	
	
	
	
	RWS 5341
	204
	47.5
3.08
	2362
720

	
	
	
	
	
	RWS 5341
	MRP
	55.6
3.60
	2559
780

	
	
	
	
	
	RWS 5341
	MRP
	51.5
3.34
	2395
730

	Norma
67648
	Alaska
	180
11.7
	.308
7.82
	2.76
70.0
	RWS 5341
	204
	49.8
3.23
	2559
780

	
	
	
	
	
	RWS 5341
	204
	47.4
3.07
	2395
730

	
	
	
	
	
	RWS 5341
	MRP
	54.3
3.52
	2592
790

	
	
	
	
	
	RWS 5341
	MRP
	50.9
3.30
	2428
740

	Norma
67653
	Vulkan
	180
11.7
	.308
7.82
	2.76
70.0
	RWS 5341
	204
	48.8
3.16
	2493
760

	
	
	
	
	
	RWS 5341
	204
	44.9
2.91
	2329
710

	
	
	
	
	
	RWS 5341
	MRP
	52.6
3.41
	2592
790

	
	
	
	
	
	RWS 5341
	MRP
	48.9
3.17
	2428
740


